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EX-324/EX-324SF CERAMIC KILN SPECIFICATIONS

Power Leads Required...... 8 gauge copper wire
Voltage................................... �208 or 240 Volts, 

Single Phase
Amp Rating........................... 26.7 (208V)
.................................................. 27.8 (240V)
Kilowatt Rating.................... 6.4
Power Cord........................... �50 amp with NEMA  

6-50 plug
Exterior Dimensions.......... �27 1/2 " W x 22 1/2 " D x 31" H 

(width includes Select Fire, 
height includes stand)

Firing Chamber  
Dimensions........................... �16 1/2 " dia. x 18" deep 

6-50  
Single Phase

NEMA Receptacle Plug 

Firing Chamber Capacity.... 2.35 cubic feet
Firing Speed Control......... �SelectFire� Computer 

Control or In�nite Switches
Maximum Temperature.... �2381”F, 1305”C - Cone 10 
Elements................................ 4 Kanthal High Temp. Coils
Shipping Weight................. 160 lbs.

Kiln should be vented to the outside using the AMACOfi 
KilnVent�Stand Version and up to 60 feet of 4"diame-
ter duct material�galvanized furnace ducting, �exible 
aluminum ducting or PVC (maximum four 90” turns). 

Kiln must be 18" from any wall. Do not place kiln on  
�ammable surfaces or near �ammable materials.








